
Technical Data

Color Red, Hi-Vis Yellow, Black, White,
Yellow, Dark Gray, Burnt Orange,
Bone White, Cadet Blue, Steel
Blue, Army Green, Wisteria

Sizes Available OS
Packaging Bagged Each
Packed --
Case Dimensions (cm) 0.00 x 0.00 x 0.00
Case Weight (kg) 0.00
Shell Material ABS / Polycarbonate
Shell Non-Vented
Brim Length Micro
Size Adjustment Wheel Ratchet
Suspension 4 Point Nylon Webbing Cradle
Chin Strap 4-Point Polyester
Sweatband Bamboo/Polyester
Size Range 53cm-63cm
Construction --
Certifications ANSI/ISEA Z89.1, CSA Z94.1

Certified, TAA Compliant
Product Circularity --

Performance Data
ANSI Type Type II
CSA Type Type 2
Electrical Class Class E

Care Instructions
The unit and all its components may be cleaned with soap
and warm water and dried with a soft cloth. The helmet
should not be cleaned with chemical or abrasive cleaners. The
helmet should be stored out of direct sunlight, away from
chemicals and not exposed to extremes of temperature.

SPECIFICATION SHEET
STYLE: HP1242R

PIP® RZRBack™
Industrial Climbing Helmet with
ABS/Polycarbonate Shell, Hi-Density Foam
Impact Liner, Nylon Suspension, Wheel Ratchet
Adjustment and 4-Point Magnetic Chin Strap

Ultra lightweight shell made of ABS and polycarbonate provides
superior protection
4-point quick-release suspension with dual height position ensures a
proper fit
Strong double-layer woven nylon straps provide durability and
secure fit for all day wear
Inner suspension includes a head pad and sweatband using
sustainable, comfortable, breathable, cooling fiber made of bamboo
4 Universal accessory slots accommodate eye, face and hearing
protection
Foam impact liner helps absorb the forces of front, side and rear
impacts while venting channels in the foam ensure increased air
circulation
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