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Model: Rocky Description:   

HP141R       

        

 

    

 

 

 

 

 

 

                  

Product 
Number Description 

Order 
Multiples 

 

Case 
Quantity Case Dimensions 

Case 
Weight 

 

HP141R 
4-points nylon suspension, ratchet adjustment, 
CSA & ANSI Type 1, Class E 8 8 

54 X 47 X 33.5 cm  
21.5” X 18.5” X 14” 

 

3.8 kg.  
8.4 lbs. 

SIZE N/A 
COUNTRY OF 
ORIGIN 

Canada 

TYPE  CSA Type 1 & ANSI Type I MATERIALS 
Shell:  PC/ABS – Tabs: Acetal 
Suspension: HDPE/NYLON webbing 

CLASSIFICATION Class E (dielectric) WEIGHT HP142R:  440 g 

COMPLIANCE CSA Z94.1-15 & ANSI Z89.1-2014 
THERMAL 
RESISTANCE 

Softening Temp.:  264°F (129°C) 

COMPONENT 
CLASSIFICATION 

N/A 
REPLACEMENT 
SUSPENSION 

HP141R = HP142RS (CSA & ANSI) 

COLOR 
White / yellow / orange / dark green / light blue 
/ gray / black / red  

  

  

The Rocky hardhat (HP141R) has a European ergonomic 

design with fluid curves. It is ideal for confined-space and 

rescue operations. The Rocky hardhat does not have a rain 

trough, but it comes with accessory slots. The absence of a 

front peak provides a none-obstructive vision up-wards. The 

Rocky is made of a special PC/ABS material for lighter-

weight. It comes with a ratchet adjustment of a nylon-

webbing 4-points suspension. The Rocky is supplied with a 

4-point chin-strap. The Rocky hardhat is ideal for 

environments where vertical impacts on the head is a risk. 
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