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This flame-retardant, arc-resistant Beanie will protect you from wind and 

cold. Made from a double layer of Kermel knit and flame-retardant 

Viscose, it offers breathability and increased safety, while complying with 

electrical protection standards. 

• Made of 49.5% Kermel 
• 49.5% FR Viscose 
• 1% antistatic 

Size 

Material 

Universal 

Description 

FR and ArcFlash  
Beanie 

SPECIFICATION SHEET 
Head Protection 

FR and ArcFlash 

beanie 

Extensible 

PROTECTION ٠   ROBUST ٠   QUALITY 

Protects head from 

wind and cold 

temperatures 

Lavable 
 

THKF32 

THKF62 

Double layer 

construction 

Certifications 

• This garment meets the minimum requirements of performance 
specifications ASTM F1506 / F1959 / NFPA 70E 

• Arc flash protection (Cat3), ATPV 33cal/cm2 
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Washing instructions and use 

Sizing Chart 

Washing instructions: 
Machine wash water 60 C/140 F.  
Tumble dry at low heat.  
Dry Clean, petroleum solvent only. Iron at low heat 110 C/ 230 F.  
Do not Bleach. 
Do not used fabric softener 
 
Use in cold work environments over or under safety helmets.  

Related Products 

PROTECTION ٠   ROBUST ٠   QUALITY 

SPECIFICATION SHEET 
Head Protection 

Acrylic toque navy 

THK001 
With no FR protection 

Acrylic toque black 

THT001 
With no FR protection 

 Size Kosto *  Universal 

1  Width  
cm 15.24 

po / in  6.6 

2  Length  
cm 24 

po / in  9.5 

FR and ArcFlash 

THKF30/THKF60 
Toque 

1 

2 


